PIM400-TD2 Installing 1.85 Software

DSX-1022 Controller with PIM400-TD2 1. Before Installing the Software you must login as a user with
full administrative rights. The PC should meet the
minimum requirements as listed in the PC Requirements

DSX-1022 document on the WinDSX website, www.dsxinc.com
Side A Outputs, Reader Port and Inputs Side B Outputs, Reader Port and Inputs
Output A1 Output A2 Reader Port A Side A Inputs Side B Inputs Reader Port B Output B:1 Output B2
. . oo Vaooc . . 2. Inset the distribution CD and navigate to the InstallL85
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"GUTRUT A1 OUTRUT A0 LEDT LEDS D1 GND - ' NPUTSA  INPUTSB  LEDA LEDS D1 GND - OUTRUTBI  oUTRUTE Administrator”.
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Side B can be used to 3. Once the L85 software is installed open the L85 folder and
control another Lockset. double click on L85db.exe to complete the installation. For
Windows 7 and Server 2008 right click on L85db.exe and
2 select “Run as Administrator”.
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E 'R 4.  When the program appears select File and Exit.
! -:_‘L“ 5. From the L85 folder find the HDD32.exe program. Double
: click or right click and select “Run as Administrator. Install
AD-400 the driver for the USB Key. When the driver installation is DSX Access SyStemS’ Inc'
complete insert the USB Features. Key.
PIM400
6. Double click on L85DB.exe or right click and select “Run
) < as Administrator”.

42 usB @ 7. Once the L85 database program is started you will define
= Comm Ports first followed by Devices.
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I B 8. Press F1 for the programming details of L85.

E LINK1 RESET LINK2 ;/}\_
: 9.  Once the programming is complete locate the L85.exe in
o) the L85 folder and double click or right click and select L85 Integrated LOCkSetS
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“Run as Administrator”. .
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Lockset Lockset Updating the L.85 Software

I 1. To update the software, insert the CD. Navigate to the
C <\ <\ <\<\ Sf Install L85 folder and double click on Setup.exe or right
<‘<‘ Sf click and select “Run as Administrator”. When prompted to
4 Repair or Remove select Remove. When finished the L85
! folder and database are still in place.
2. Run the Setup program again and install the L85 update
into the same folder it was originally in. On the L85db.exe DSX Access Systems, Inc.
. double click or right click and select “Run as 10731 Rockwall Road. Dallas. Texas 75238
For Lockset Online Manuals: . . . Administrator”. N > :
http://w3.securitytechnologies.com/Services/TechSupport/ Et(:r'}/mtruc%?;tll?‘t:evclgriﬁg.chla cAD 80201'2 46'528184\]015: 888-419-8333 Voice
Pages/home.aspx?ps=Electronic%20Security&pc=Electro D X : & -553-6147 FAX  www.dsxinc.com
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L.85 to PIM400-485 Wireless Locksets

W AND ¥LAXEXL .
e} 83
Supplied Cable setacms e w0 [OOOO)] 2
\ﬁf aNORIaTIKL USB Port a B
AD-400 Supplied Cable D:X?(;;;;;g%,ng coco| i ;%
B vl A1 [iee « V+,12.0r24VDC 250mA DSXUSE  momcmor
JUMPERS 8 « V- 12 0r 24VDC 250mA ]
J19, J20 REMOVED P2 30 S ——— f E%: $>><< 552885?
uJ(% y ; TA- RX+ RS485
P e TE RX. RS485 < RA- TX+ RS485
B I EE TX- RS485 | -
TA- RX+ RS485
D | JUMPERS REMOVED
LINK1@ RESET LIN% RA- o) |eRA- TX+ RS485 P
[/
(=
o o L ‘
1 e a6 g AD-300
SISS
O
E V12 0r 24VDC 250mA =
T Y*. 1201 mA
—— —— % < V- 120r24VDC 250mA |
PIM400 ~(Pl<TB*
e
"'- 5 ced 38\: ™ ) ot
AD-400 = oAbl BE ; E i
l JUMPERS 0]
JUMPERS REMOVED
J19, J20 REMOVED f o » 00 7¥§‘_L> % TX+
J5 ol r’t;. RX? TX-
SNOFD |, e o u . Tadguiiiags DSX-LAN(M)
RB+ -
RB+ % [0) jot
TA- AD-300
TA- o
LINKA RESET UNK2 RA- [of)  |«RA—— P —TXts % X+
: TX-
Rl ||| o DSX-LANG)
J7 J10 J1 Xl O| LD | RX- 5
cH/c\ccccH/?\cccccc;\H/c\ccaccc/c\}
1 1 A v A
To Pin 5 of DB9
o
ToPin50fDBY - o Comm
~ © Comm ] ToPin3ofDBY _ (o © Port
i ToPin30ofDBS ¢y ®  Port Py ToPin20fDBO |\, ~ at PC
. To Pin 2 of DB9 ~ o Al
_— oy -r Y atPC -
PIM400 e -
n
" | 12v-
AD-400 | 12V - S]] < \L120r24VDC 250mA 12v+_ To 12V Power
12v +. To 12V Power || <-v=120r24vDC 250mA >
o TB+ T qim
) O <RB+7
119,020 Hemonr o) «TA: L 12v POWER [ D | Hg
J5 ’ 12v POWER [ Hg D «RA L »GND > =
g GND [*[() L »GND Roll= JUMPERS L »RX RS232 > g
TB+ oD [=—tor L »RX RS232 y O g3 REMOVED L »TX RS232 » D | H%
™ D ST > TX Re2T H% | Bug »RX- Rs485——H D |, =
e i > RX-
LINK1 RESET LINK2 RA- [/ |« RA- » RX- RS485 V.= 2 » RX+ RS485 y O |°
- > > TX RS485 >
U U =$>><<-+ §§Z‘§§’ ¢ % 5 AD-300 » TX+ RS485 »°
J7 J10 J11 > TX+ RS485 ——) -
c/ﬂ\‘wccac/c\‘wcaccacachaccacac} /]
| | | L | i

$J9SHI0] PIIIAA 00¢-AV 03 S8'1




