Installing the Dallas DS2490
USB Adapter

All Cansec products, which support the Dallas DS2490 adapter, load the required
drivers for operation. This document provides detailed instruction for completing
the installation phase of this USB device.

1. Software Installation

Never attempt to plug the USB adapter into an available USB port until the
associated Cansec product has been installed. The following products provide
driver support for the DS2490 adapter.

Smartlock Ultralite
Smartlock Connect
Smartlock Pro

2. Driver Installation

Once software installation has been completed, plug the USB adapter into a free
USB socket. Do not attempt to use a USB hub interface. Driver installation
occurs when the device is first detected by the system and not all USB hubs work
reliably with the DS2490. For this reason, it is important to connect directly to a
motherboard USB socket to ensure that the driver installation completes
properly. If you mistakenly plugged the adapter in prior to software installation,
see the section Uninstalling the DS2490 before proceeding.

What happens next is determined by the version of Windows you are installing

the device under. Sample installation scenarios are presented below for
Windows 98, Windows 2000, and Windows XP.
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3. Windows 98/ME

When the DS2490 is inserted for the very first time, Windows will respond with a
new device found popup window.

Found Hew Hardware |
% LSE Device

After a brief interval correct identification of the USB device should take place.

Found Hew Hardware |

.\> LISE Host far 1-wine Microlan Pafindows 2000/F)

Once identified, the driver will load automatically and the adapter should be
ready for use.
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4. Windows 2000

When the DS2490 is inserted for the very first time, Windows will respond with a
new device found popup window.

Found Hew Hardware |
% LSE Device

After a brief interval correct identification of the USB device should take place.

Found Hew Hardware |

.\> LISE Host far 1-wine Microlan Pafindows 2000/F)

If Windows is unable to locate the driver, it will prompt for the driver location as
follows.

Files Needed |

! , The file ‘052490 zp=' on [Unknown] iz needed. 0K

Cancel

Tuvpe the path where the file is lozated, and then click
F.

Copy files from;

IE ;I Browse... i
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In all cases, the driver file DS2490.sys will have been installed in the drivers
directory located under C:\Winnt\system32. Use the Browse button to change to

the drivers directory.

Locate File |

Laak jr: Ia drivers j b= ¥ E3-
| Jidisdn

(%] D5 2450 5ps

File name: IDSEdEIEI.s_I,Is j Open I
Files of type: | D5 2490 sy DE2450:5y -] Cancel |

The file DS2490.sys should be displayed in the directory list. Select Open to
continue.

Filez HNeeded X |

@ The file 'D52430.2yz' on [Unknown] i needed. 0k

Cancel
s =

Type the path where the file iz lozated, and then click
k.

Copy files from:
CWINNT Ssypstern 324 drivers j . Browse..

Select OK to complete driver installation.
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5. Windows XP

When the DS2490 is inserted for the very first time, Windows will respond briefly
with a new device found popup window, followed immediately by the New
Hardware Wizard setup screen

Found Hew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windoves will search for cumrent and updated software by
looking on vour computer, on the hardware installation CO, ar on
the “Windows pdate ‘Web site [with pour permizsion).

Fead our privacy policy

Can Windows connect to Windows pdate to search for
gofbware?

() ez, thiz time anly
) Yes, now and eveny time | connect a device
(%) Mo, not thiz time

Click. Mest to continue.

[ Mewt » l[ Cancel ]

Windows Update does not support 1 Wire devices at this time and also requires
an active Internet connection to function. For this reason, the No, not at this time
option is chosen, followed by the Next button.
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Found Hew Hardware Wizard

Thiz wizard helpz you install software far:

I1SB Haost for 1-4ire Microlan fwindows 2000.F)

.r-') If your hardware came with an installation CD

",

B or floppy disk. insert it now.

YWhat do you want the wizard to do?

{#¥install the zoftware automatically [Fecommended}

{1 Install from a list or gpecific location [Advanced)

Click Mest to continue.

[ < Back ” Mext = ][ Cancel ]

The driver installation window is then displayed. Select the Install the software
automatically (Recommended) option and then the Next button.

Found New Hardware Wizand

Pleaze wait while the wizard installs the software._ . o

\> IISE Host for 1-wWire Microlan [findows 20005F)

Typically, Windows XP will be unable to locate the driver and the following
screen will be displayed
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Files Needed X

The file 'D52430 202" on [Unknown] iz needed. 0

IH

Cancel

Type the path where the file iz located, and then click
Ok,

Copy files from;

zternd2hdiivers L Browsze. ..

In this case, simply choose the C:\WINDOWS\system32\drivers selection from
the drop list box, or browse to that location using the Browse button.

Found Hew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finizhed installing the zoftware for;

_\> I1SB Host For 1-44fre Microlan [Windows 20005<F]

Click. Finizh to cloze the wizard.

Finizh

The driver should be successfully located and installed. Press the Finish button
to complete the process.
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6. Special Consideration for USB Installation

The following additional points are noted in the Dallas Semiconductor device
driver documentation and maybe applicable in some cases.

Unplug any 1-Wire USB devices during installation to allow the device
driver to be updated.

If a 1-Wire USB device has previously been used on the PC, then a RE-
BOOT must be done after installation to recognize the new device driver.

If the PC has never had a 1-Wire USB device on it, then plug it in right
after installation to complete the USB install. If it is not recognized, then
RE-BOOT and try again.

If auto-detect cannot locate the USB device driver (DS2490.SYS), then
browse to it in <windows>\system32\drivers.
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7. Driver Files and Locations

The following driver and support files are loaded during installation of one of the

above-mentioned products.

Windows 98, ME, XP

Location Files(s)
C:\Windows\Inf DS2490.inf
C:\Windows\system32 ib90usb.dll
C:\Windows\system32 ibfs32.dll
C:\Windows\system32\drivers DS2490.sys
Windows 2000

Location Files(s)
C:\WINNT\Inf DS2490.inf
C:\WINNT\system32 ib90usb.dll
C:\WINNT\system32 ibfs32.dll
C:\WINNT\system32\drivers DS2490.sys
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8. Uninstalling the DS2490

Uninstalling the DS2490 USB adapter is performed via the Windows Device
Manager. Removal requires that the device be plugged in first so that it is
accessible from Device Manager’s list. In both Windows 2000 and XP, the
DS2490 is displayed as shown below.

evice Manager

gD
|_|gcti|:un Eiew“#ﬂb| ||@|J@|a
=2 CANSECTD
E < Twire Devices
\> IUSE Host far 1-ire
EE|\:,> Biometnc
[ﬂg Cormputer
- Disk drives
- Digplay adapters
F-£4) DVDACD-ROM drives
-2 Flappy disk contrallers
[+ Floppy disk. drives
[+ IDE ATAMATAP controllers
mlﬁ F.eyboards

[+ S Mice and ather pointing devices

Micralan [finde

- tonitors

(- EIB Metwork adapters
Eﬁé’ Other devices
- A Ports [COM & LPT)

cd(fj Sound, video and game controllers

-3 Spstem devices
- Univerzal Senal Bus controllers

o

o

Highlight the device as shown above and press the remove button (circled in
red). Windows will prompt with a confirmation dialog and if OK is selected, the
device is uninstalled from the computer. A reboot maybe required at this point.

Confirm Device Removal I

.\> I158 Hoszt for 1-4wfire Microlan fwindows 2000/F)

W arning: r'ou are about to uningtall this desvice from wour systemn,

Cancel |
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System Properties K E3 |

General Device Manager I Hardware F'rn:ufilesi F"erfn:urmann:ei

% View devices by bype ™ View devices by connection

[+ Floppy disk contrallers ;!
LE% Hard dizk controllers
@8 Keyboard
- Modemn
L*:-j---r“ b onitars
LE:] Mouze
+1- B8 Network adapters
& % Ports [COM & LPT)
[+~ Sound, video and game contrallers
’.::E----f-_ Syztem devices
E% Univerzal Senal Bus contrallers
£ IISE host far 1-4fire microlL&M
[15B Root Hub
[15B Root Hub
Wid Tech 3038 PC to USE Universal Hogt Controller
Wid Tech 3038 PC to USE Universal Host Controller

Fropertiez Refresh m Prirt...

Ok Cancel

—
-
—

Windows 98 and ME locate the device under the Universal Serial Bus controllers
collection. As with Windows 2000 and XP, highlight the device and press the
Remove button to uninstall it.
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